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การประเมินศักยภาพเชิงกลศาสตรของชั้นเกลือหินในภาคตะวันออกเฉียงเหนือของ
ประเทศไทยเพื่อกักเก็บกากนิวเคลียร (หรือกากกัมมันตรังสี) ประกอบดวยสองกิจกรรมหลัก คือ
การทดสอบตัวอยางเกลือหินในหองปฏิบัติการ และการคํานวณดวยแบบจําลองทางคอมพิวเตอร จาก
ขอมูลหลุมเจาะและธรณีฟสิกสคุณลักษณะทางธรณีวิทยา 5 แบบในหมวดหินมหาสารคามไดนํามาใช
เปนกรณีศึกษา แนวคิดที่พิจารณาในการสรางแหลงกักเก็บกากนิวเคลียร ประกอบดวย 1) การกักเก็บ
ในโพรงเกลือแบบละลาย และ 2) การกักเก็บในเหมืองเกลือแบบแหง การทดสอบในหองปฏิบัติการ
ประกอบดวยการทดสอบคุณสมบัติพื้นฐานเชิงกลศาสตร การทดสอบแรงกดในแกนเดียวแบบวัฏจักร
การทดสอบการเคลื่อนไหลในแกนเดียวและในสามแกน ผลจากการทดสอบนํามาคํานวณคุณสมบัติ
เฉพาะของเกลือหิน เชน ความเหนียว ความหนืด ความแข็ง ความยืดหยุน และการเปลี่ยนรูปตามเวลา
ผลของการสอบเทียบดวยระเบียบวิธีคํานวณเชิงตัวเลขนํามาใชในการจําลองทางคอมพิวเตอร เพื่อหา
ขนาดและรูปแบบของโพรงหรืออุโมงคกักเก็บที่เหมาะสม ซ่ึงการคํานวณดวยแบบจําลองใหการ
กระจายตัวของความเคนและการวิรูปตามกาลเวลารอบ ๆ โพรงหรืออุโมงคกักเก็บ ผลที่ไดบงถึง
เสถียรภาพเชิงกลศาสตรและการทรุดตัวของชั้นหินที่อยูดานบน ขอกําหนดที่สําคัญในการออกแบบ
ประกอบดวย 1) เสถียรภาพเชิงกลศาสตรในชวงระยะ 50 ป ระหวางการดําเนินการ 2) ไมมีการรั่วไหล
ของกากนิวเคลียรในระยะเวลา 500 ป ระหวางการกักเก็บ และ 3) การเคลื่อนตัวของหินขางเคียงมีคา
นอยที่สุด

ผลจากการศึกษาระบุวาโพรงละลายควรมีลักษณะเปนรูปทรงกลมและอยูที่ระดับความ
ลึกประมาณ 585 เมตร มีขนาดเสนผาศูนยกลาง 40 เมตร (ปริมาตรเทากับ 25,133 ลูกบาศกเมตร)
ความหนาของหลังคาและของพื้นโพรงเทากับ 200 เมตร การทรุดตัวของผิวดินมีคานอยกวา 1
เซนติเมตร ในระยะเวลา 500 ป โดยที่โพรงจะตองมคีวามดนัภายในเทากบัความดนัสถติยของน้าํเกลอืที่
มรีะดบัถึงผิวดนิ

การทิ้งกากนิวเคลียรในเหมืองเกลือแบบแหงควรใชแนวคิดแบบเสาค้ํายันยาว (Long-
wall pillar) และอยูที่ระดับความลึกประมาณ 500 เมตร โดยมีความกวางของแตละหองกักเก็บเทากับ 4
เมตร สูง 4 เมตร และยาว 50 เมตร หองควรกั้นดวยเสาค้ํายันยาวซึ่งมีความกวาง 16 เมตร เสาค้ํายัน
หลักควรมีความกวางเทากับ 400 เมตร การออกแบบลักษณะนี้ทําใหการหดตัวของอุโมงคกอนที่จะทํา
การถมกลับมีคาประมาณ 15 เซนติเมตร และการทรุดตัวของผิวดินประมาณ 20 เซนติเมตรในระยะ
เวลา 500 ปของการกักเก็บ

ผลงานวิจัยสรุปวา ช้ันเกลือหินในภาคตะวันออกเฉียงเหนือของประเทศไทยมีลักษณะ
เชิงกลศาสตรหินที่สามารถรองรับการทิ้งกากนิวเคลียร



ABSTRACT

Series of mechanical laboratory testing and numerical modeling have been
carried out to assess the geomechanical performance of rock salt formation in the
northeast of Thailand for the nuclear waste repository.  Based on the results from
existing boreholes and geophysical data, five geologic characteristics of Maha
Sarakham Formation have been selected in this study.  Two concepts for the repository
have been proposed: (1) solution mining concept and (2) dry mining concept.  The
mechanical characterization, cyclic loading, and uniaxial and triaxial creep tests have
been performed on the salt core specimens under isothermal conditions.  The results
reveal the stiffness, strength, instantaneous responses and time-dependent behavior of
the salt.  Finite element analyses use the laboratory-calibrated properties to assist in the
design of the repository dimensions and layout under a variety of loading and boundary
conditions.  The numerical model employing the visco-elastic and visco-plastic
constitutive equations predicts the time-dependent stresses and deformation around the
salt openings, as well as the movement of the overlying formations.  The key design
requirements are 1) mechanical stability during the emplacement period of 50 years, 2)
containment integrity for the repository during the isolation period of 500 years, and 3)
minimization of the movement of the surrounding rock formations.

For the solution mining concept, the computer results suggest that the
spherical caverns should be solution-mined at about 585 meters depth with the diameter
of 40 meters (equivalent to 25,133 m3).  The minimum salt roof and floor are 200 meters.
The calculated surface subsidence is less than one cm through the next 500 years,
providing that the internal pressure is maintained to be equivalent to the hydrostatic
pressure of saturated brine.

For the dry mining concept, the computer simulation results suggest that the
repository horizon should invoke the long-wall pillar concept and should be located at
about 500 meters depth.  The repository rooms are 4 m wide, 4 m high and 50 m long,
separated by 16-m wide pillar.  The minimum width for the barrier and protective pillars
is 400 meters.  Under these design parameters, the predicted room convergence is about
15 cm before backfill installation, and the surface subsidence is about 20 cm through the
next 500 years.

The research results suggest that the rock salt formations in the northeast of
Thailand possess sufficient geomechanic potential for the nuclear waste repository.


