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บทคัดยอ

งานวิจัยนี้เปนการศึกษาการเตรียมยางธรรมชาติเหลวจากยางแหงและน้ํายางขน และการเตรียม
น้ํายางธรรมชาติน้ําหนักโมเลกุลต่ํา เพื่อนําไปทําผิวหนังแขนเทียมที่ใชเปนสื่อการสอนทางการแพทย

การเตรียมยางเหลวจากยางแหงใชวิธีการดีพอลิเมอไรซโมเลกุลของยางธรรมชาติดวยวิธีทางกล
และวิธีทางความรอน รวมกับการใชสารเคมีชวยตัดสายโมเลกุลของยาง ศึกษาผลของเวลาที่บดยางดวย
เครื่องบด 2 ลูกกลิ้ง และอุณหภูมิและเวลาที่ใหความรอนกับยาง ตอความหนืดมูนนีและน้ําหนักโมเลกุล
พบวายางที่บดเปนเวลา 30 นาที แลวใหความรอนที่ 210°C เปนเวลา 10 นาที และผสมกับน้ํามันสปนเดิล
300 phr สามารถหลอบนแผนกระจกที่อุณหภูมิหองได ความหนืดของยางเหลวคอมปาวดมีคาประมาณ
155,000-350,000 cP หลังการวัลคาไนซที่อุณหภูมิ 100°C เปนเวลา  48 ช่ัวโมง พบวายางที่ไดมีลักษณะ
เหนียวเยิ้ม

การเตรียมยางเหลวจากน้ํายางธรรมชาติ ทําไดโดยการทําปฏิกิริยากับฟนิลไฮดราซีนในระบบที่มี
ออกซิเจน ที่อุณหภูมิ 50-55°C แยกยางเหลวออกมา แลวทําใหแหงดวยอากาศรอน พบวาน้ําหนักโมเลกุล
ของยางธรรมชาติขึ้นกับปริมาณฟนิลไฮดราซีนและเวลาในการทําปฏิกิริยา เมื่อควบคุมอุณหภูมิและมี
ออกซิเจนมากเกินพอ เมื่อใช 10%ฟนิลไฮดราซีน 30 กรัม ตอน้ํายาง 100 กรัม ทําปฏิกิริยา 9 ช่ัวโมง ยางมี
น้ําหนักโมเลกุลเชิงความหนืด 39,900 และความหนืด 390,000 cP คอมปาวดยางเหลวที่ไดกับสารเติมแตง
ยางในถังผสม ยางเหลวคอมปาวดมีความหนืด 67,040 cP  นํามาหลอเปนมือดวยเบาปูนปาสเตอร พบวา
ยางหลังการวัลคาไนซมีความทนแรงดึง ความตานทานตอการฉีกขาด และความแข็งต่ําเมื่อเปรียบเทียบกับ
ผลิตภัณฑตัวอยาง แตมีความสามารถยืดจนขาดใกลเคียงกับผลิตภัณฑ

การเตรียมน้ํายางน้ําหนักโมเลกุลต่ํา โดยการนําน้ํายางขนมาทําปฏิกิริยากับ ไฮโดรเจนเปอร
ออกไซดและโพแทสเซียมเปอรออกไซด ที่อุณหภูมิ 50-55°C ศึกษาผลของเวลาในการทําปฏิกิริยาตอน้ํา
หนักโมเลกุลของยาง ทําการผสมน้ํายางกับสารเติมแตงยางที่ปริมาณตางๆ พบวายางที่ใชซิงคออกไซด 5
phr, แคลเซียมคารบอเนต 20 phr และน้ํามันสปนเดิล 7.5 phr ใหแผนยางมีสมบัติทางกายภาพที่เหมาะกับ
การใชงาน การหลอผลิตภัณฑผิวหนังแขนเทียมดวยเบาปูนปาสเตอร ไดยางที่มีสมบัติดีกวาการจุมแบบ
heat sensitive ระบบ zinc amine
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Abstract

This study involved preparation of liquid natural rubber and low molecular weight natural
rubber latex for artificial arm skin in medical practice.

The liquid natural rubber was prepared by mechanical and thermal depolymerization method
accompany with a chemical peptizer. The effect of masticating times by two roll mill and pyrolysis
temperatures and times in a hot air oven on mooney viscosity and molecular weight (Mv ) were
investigated. It was found that the liquid natural rubber masticated for 30 minutes further heating at
210°C for 10 minutes mixed with 300 phr spindle oil was able to cast in a glass sheeted mold at room
temperature. The viscosity of the liquid rubber compound was about 155,000-350,000 cP. After
vulcanizing at 100°C for 48 hours, the sticky uncure compound was observed.

The liquid natural rubber latex was prepared by oxidative degradation using the
phenylhydrazine/oxygen system at 50-55°C. The resulting latex was coagulated followed by dried up
with hot air oven. It was found that molecular weight of natural rubber was dependent on amount of
phenylhydrazine and reaction time at a controlled temperature and excess oxygen.  At 30 g of 10%
phenylhydrazine per 100 g of latex and 9 hours reaction time, the molecular weight and viscosity of
liquid natural rubber were 39,900 and 390,000 cP respectively. The resultant liquid natural rubber and
rubber additives were compounded in a mixing tank. A compounded liquid rubber with viscosity of
67,040 cP was used for casting on a plaster hand mold. It was found that the resultant rubber vulcanized
showed low tensile strength, tear resistant and hardness, but good elongation at break compared with
the commercial artificial arm skin.

Preparation of low molecular weight natural rubber latex was also studied by reacting with
hydrogen peroxide and potassium peroxide at 50-55°C. The effect of reaction times on molecular
weight was investigated. The resultant latex was compounded with varied rubber additives. It was found
that the rubber vulcanized sheets with 5 phr ZnO, 20 phr CaCO3 and 7.5 phr spindle oil showed  good
physical properties for this application. Casting of latex compounded on plaster hand mold showed
better appearance than dipping with heat sensitive zinc ammine system.
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