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การเตรียมและสมบัติของยางผสมสารตัวเติมระหวางน้ํายางธรรมชาติอิพอกไซดกับ
ดิสเพอรชั่นของสารตัวเติมเคลย

บทคัดยอ
เตรียมยางธรรมชาติอิพอกไซดจากปฏิกิริยาอิพอกซิเดชันของกรดฟอรมิก และไฮโดรเจนเปอร

ออกไซดกับน้ํายางธรรมชาติ พบวา ปริมาณหมูอิพอกไซดในโมเลกุลยางธรรมชาติเพิ่มข้ึนตามระยะเวลาการทํา
ปฏิกิริยาอิพอกซิเดชัน และเตรียมสารตัวเติมเคลยกระจายตัวในน้ําใหมีความเขมขน 40 เปอรเซ็นตโดยน้ําหนัก 
จากนั้นทําการผสมสารตัวเติมเคลยในยางธรรมชาติอิพอกไซดในสภาวะลาเท็กซและสภาวะแหง แลวศึกษา
สมบัติดานการไหล สมบัติการวัลคาไนซ สมบัติทางกายภาพ สมบัติดานความทนทานตอการบวมพอง และ
ลักษณะทางสัณฐานวิทยาของยางวัลคาไนซท่ีได พบวา ยางธรรมชาติและยางธรรมชาติอิพอกไซดท่ีมีปริมาณ
หมูอิพอกไซดตางๆมีคาความหนืดมูนนี่ [ML(1+4), 125°C] ความเคนเฉือน ความหนืดเฉือน เวลาการวัลคา
ไนซ โมดูลัสท่ีระยะยืด 100, 300 และ 500 เปอรเซ็นต ความตานทานตอแรงดึง ความตานทานตอการฉีกขาด  
ความแข็ง  และความตานทานตอการบวมพองเพิ่มข้ึนตามปริมาณหมูอิพอกไซดบนโมเลกุลยางธรรมชาติและ
ปริมาณสารตัวเติมเคลยท่ีเพิ่มข้ึน สวนสมบัติดานความสามารถในการยืดหรือระยะยืดจนขาดของยางจะลดลง 
สมบัติหลังการบมเรงของยางธรรมชาติและยางธรรมชาติอิพอกไซดท่ีมีปริมาณหมูอิพอกไซดตางๆ ผสมสาร
ตัวเติมเคลยปริมาณตางๆ พบวา คาโมดูลัสท่ีระยะยืด 100, 300 และ 500 เปอรเซ็นต และความตานทานตอการ
ฉีกขาดของยางมีคาเพิ่มข้ึน แตสมบัติดานความทนทานตอแรงดึง และระยะยืดจนขาดของยางมีคาลดลง  เมื่อ
เปรียบเทียบลักษณะการผสมสารตัวเติมเคลยในสภาวะลาเท็กซและสภาวะแหง พบวา การผสมในสภาวะลา
เท็กซทําใหยางมีสมบัติการวัลคาไนซและสมบัติทางกายภาพใกเคียงกับการผสมในสภาวะแหง ลักษณะทาง
สัณฐานวิทยาของยางธรรมชาติและยางธรรมชาติอิพอกไซดท่ีมีปริมาณหมูอิพอกไซดตางๆ โดยแปรปริมาณ
สารตัวเติมเคลย และแปรสภาวะในการผสมคือ สภาวะลาเท็กซและสภาวะแหง พบวา ยางธรรมชาติหรือยาง
ธรรมชาติอิพอกไซดท่ีผสมสารตัวเติมเคลยดังกลาวมีการกระจายตัวของสารตัวเติมเคลยในยางอยางสม่ําเสมอ



ii

Preparation and Properties of filled rubber masterbatch from ENR latex and clay
dispersion

Abstract
Epoxidized natural rubber was prepared by in-situ epoxidation reaction using formic acid and 

hydrogen peroxide. The results found that quantity of the epoxide groups on natural rubber molecules in 
creased with increasing reaction time . Clay dispersion (40% w/w) was prepared by stirring in water and later 
mixed with epoxidized natural rubber in latex state. Rheological properties (i.e., Mooney viscosity 
relationship between shear stress, shear viscosity vs. shear rate), curing properties, physical properties, 
swelling resistant and morphological properties. It was found that mooney viscosity [ML(1+4), 125°C], 
shear stress, shear viscosity, cure time, 100, 300 and 500 % modulus, tensile strength, tear  strength. 
Hardness and swelling resistant increased with the increase of clay and epoxide level in the molecules, while 
elongation at break (%) decreased. Ageing properties it found that 100, 300 and 500 % modulus and tear 
strength of NR and ENR was higher but tensile strength and elongation at break (%) was lower. When was 
adding dispersion clay in NR or ENR latex and powder clay in dry NR or ENR latex. It was found that 
dispersion clay gave nearly vulcanization and physical properties than powder clay. The morphological 
properties of natural rubber and epoxided natural rubber which had difference of type of clay, quantity of 
epoxided function and quantity of clay it found that dispersion clay and powder clay could well dispersed in 
rubber phase.
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