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บทคัดยอ

     การนํากากขี้แปงจากอุตสาหกรรมน้ํายางขนมาใชเปนสารตัวเติมในน้ํายางธรรมชาติและ
ซีเมนต โดยแปรปริมาณของกากขี้แปงที่ระดับ 0, 250, 500, 750 และ 1,000 phr ในสวนผสมที่มีซีเมนต
1,000 phr สารเพิ่มความเสถียร 10 phr มีสวนผสมของซีเมนตตอน้ําเทากับ 1.6 ตอ 1 และ กากขี้แปงตอ
น้ํา 1 ตอ 1  พบวา เมื่อเพิ่มปริมาณกากขี้แปง ทําใหระยะเวลาการเซ็ทตัวและเปอรเซ็นตการหดตัวของ
พอลิเมอรคอมโพสิทมีแนวโนมเพิ่มขึ้น สวนความตานทานตอแรงกดมีแนวโนมลดลง เมื่อปลอยใหเกิด
การเซ็ทตัวที่ระยะเวลา 7 วัน, 14 วัน และ 28 วัน พบวา ความตานทานตอแรงกดมีแนวโนมเพิ่มขึ้นตาม
ระยะเวลาที่ปลอยใหเกิดการเซ็ทตัว เมื่อนํากากขี้แปงมาใชเปนสารตัวเติมในยางธรรมชาติ โดยแปร
ปริมาณของกากขี้แปงที่ระดับ 20, 40, และ 60 phr  และการนํากากขี้แปง 20 phr มาใชเปนสารตัวเติม
รวมกับปูนซีเมนตในยางธรรมชาติ โดยแปรปริมาณของปูนซีเมนตที่ระดับ 10, 20, และ 30 phr พบวา
ในสูตรที่เพิ่มปริมาณกากขี้แปง คาความถวงจําเพาะ คาความแข็ง และการผิดรูปเนื่องจากการกดมีแนว
โนมเพิ่มขึ้น    สวนสมบัติดาน 100% โมดูลัส 300% โมดูลัส 500% โมดูลัส ความตานทานตอแรงดึง
ความสามารถในการยืดจนขาด ความตานทานตอการฉีกขาดและความตานทานตอการสึกหรอมีแนว
โนมลดลง
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Abstract

Sludge from concentrated natural rubber manufacture was used as filler in natural rubber
latex and cement by adding sludge of 0, 250, 500, 750 and 1,000 phr. The ingredients contain of
cement 1,000 phr, latex stabilizer 10 phr. The ratio of cement and water was 1.6:1 and ratio of sludge
and water was 1 : 1. It was found that an increase of sludge loading would increase the setting’s time
and shrinkage of polymer while compressive strength was decreased. However, the compressive
strength of polymer composite would increase while increasing the storage’s times from 7 days, 14
days and 28 days respectively. Sludge of 20, 40 and 60 phr was used as filler in natural rubber
compound. It was found that sludge of 20 phr loading together with cement of 10, 20 and 30 phr
would increase the specific gravity, hardness and compression set of polymer composite, while 100%
modulus, 300% modulus 500% modulus, tensile strength, elongation at break, tear strength and
abrasion index were decrease.
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