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งานวจิยัมวีตัถุประสงคเ์พื�อศกึษาบรบิทของชมุชนรมินํ	า อ.เสนา จ. พระนครศรอียธุยา ต่อประเดน็
ภูมอิากาศและพฒันาการบา้นพกัอาศยัแบบต่างๆในชมุชน เพื�อเปรยีบเทยีบการเปิดรบัและความอ่อนไหวต่อ
ปญัหานํ	าทว่ม และเพื�อประเมนิขดีความสามารถในการรบัมอืต่อปญัหานํ	าทว่ม และภาวะล่อแหลมเปราะบาง
ต่อปญัหานํ	าท่วมในปจัจบุนัและอนาคต  เพื�อมาสูก่ารนําเสนอทางเลอืกในการปรบัตวัของบา้นพกัอาศยัใน
ชุมชนต่อปญัหานํ	าทว่มในอนาคตและปจัจยัที�จะทาํใหก้ารปรบัตวัเกดิขึ	น  

การวจิยันี	ไดท้ําการศกึษาบา้นพกัอาศยัพื	นถิ�นในชุมชนรมินํ	า  ในที�ลุ่มภาคกลางที�ประสบปญัหานํ	า
ท่วมบ่อยครั 	ง  วเิคราะหก์ารเปิดรบัต่อความเสี�ยงต่อปญัหานํ	าท่วมของพื	นที�ศกึษา และศกึษาพฒันาการของ
บา้นพกัอาศยัแบบต่างๆในชมุชนจากอดตีมาจนถงึปจัจบุนัและทบทวนองคค์วามรูแ้ละแนวทางที�ชาวบา้นใชใ้น
การสรา้งบา้นพกัอาศยัอนัสมัพนัธก์บัภูมอิากาศและประเดน็นํ	าท่วม และศกึษาความไวต่อปญัหานํ	าท่วมของ
บา้นพกัอาศยัที�มลีกัษณะเปลี�ยนไปในชุมชน 

ผลการศกึษาพบว่าบา้นสว่นใหญ่ในชุมชนมรีปูแบบที�สามารถรบัมอืต่อนํ	าท่วมในระดบัปกตทิี�เกดิขึ	น
เป็นประจาํปีค่อนขา้งดคีอืมคีวามเสยีหายน้อยและสามารถเขา้ใชป้ระโยชน์ในบา้นไดย้ามนํ	าท่วม โดยเฉพาะ
บา้นที�มใีตถุ้นสงู แต่ในยามนํ	าท่วมสงูผดิปกตดิงัเช่นในปี พ.ศ. 2554 นั 	นความสามารถในการรบัมอืกบันํ	าท่วม
ของบา้นจะลดลงมาก และพบว่านํ	าท่วมในพื	นที�มแีนวโน้มที�จะรุนแรงขึ	น โดยนํ	าท่วมที�ระดบั 2.50 เมตรซึ�งมี
คาบอุบตัซิํ	า 25 ปีในปจัจุบนัอาจมคีาบอุบตัซิํ	าสั 	นลงเป็น 10 ปีในอนาคต และที�ระดบันํ	าท่วม 2.50 เมตรนี	 
บา้นพกัอาศยัสว่นใหญ่ในชุมชนจะไม่สามารถรบัมอืกบันํ	าท่วมไดอ้กีต่อไป  

ผลการศกึษาที�พบและสามารถใชเ้สนอแนะรูปแบบบา้นพื	นถิ�นพบในชุมชนที�ช่วยใหม้คีวามสามารถ
ในการรบัมอืต่อความเสี�ยงจากผลกระทบของการเปลี�ยนแปลงภูมอิากาศในปจัจุบนัและอนาคตในบรบิทของ
ชุมชนรมินํ	าคอื บ้านปูน(บ้านโครงสรา้งคอนกรตีเสรมิเหลก็)หลงัคาเตี	ยมใีต้ถุน เพราะบา้นรูปแบบนี	มคีวาม
เสยีหายจากนํ	าท่วมน้อยที�สุด ทั 	งองคป์ระกอบดา้นงานโครงสร้างและด้านงานสถาปตัยกรรมของบ้าน และมี
ความสบายเชงิอุณหภูมพิอสมควร นอกจากนี	ในสภาพเศรษฐกจิปจัจุบนับา้นปนูยงัมค่ีาใชจ้่ายในการซ่อมแซม
ความเสยีหายอนัเกดิจากนํ	าท่วมน้อยกว่า 

บทสรุปและขอ้เสนอแนะจากงานวจิยันี	คอืการใชรู้ปแบบทางสถาปตัยกรรมแบบพื	นถิ�นประยุกต์กบั
วสัดุและเทคโนโลยกีารก่อสรา้งที�ทนัสมยัขึ	นจะช่วยเพิ�มความสามารถในการรบัมอืต่อปญัหานํ	าท่วมไดด้ทีี�สดุ 
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Abstract 

Project Code: RDG5530010 
Project Title: Vernacular Houses and Coping Capacity to Impact of Climate Change: A Case Study 
of Riparian Community in Sena District, Phranakhon Si Ayutthaya Province 
Investigators: Ramasoot, T., Nimsamer, P. 
Email address: tharinee_r@hotmail.com 
Project Duration: March 2012- August 2014 

The objectives of this research are to investigate the vernacular houses in riparian 
community, in Sena District, Phranakhon Si Ayutthaya Province, in the context of climate change and 
the development of vernacular houses, in order to compare the exposure and sensitivity to floods, 
and to estimate the coping capacity and vulnerability of the vernacular houses to floods in the 
present days and in the future. The aim of this research is to propose the solutions for construction 
or modification of house in the communities to increase coping capacity to floods 

The research studied the development of vernacular houses, reviewed local wisdom of the 
people in the way they built their houses, and looked into how this wisdom relates to climate and 
flooding situations. The study also analysed the exposure to the risks of flooding in the area and 
explored the sensitivity of vernacular houses to floods.  

It was found that most houses could cope with the annual floods reasonably well with 
minimal damages and accessibility to the houses when there were usual floods. This coping capacity 
was dramatically reduced in the 2011 flood. According to projected change in precipitation in Chao 
Phraya River Basin, the flood in Sena District is predicted to be more severe. The 25-year return 
period of 2.5-metre flood in the present day could be shortened to 10 years in the future. At this level 
of flood severity, most vernacular houses are unable to cope with flood.  

The research outcomes suggest that the style of vernacular houses in the community that is 
adaptable to the unusual flood is house built on piles with concrete structure.  The houses built in 
this style and material have least damages to their structure and architectural elements when there is 
flood, and are reasonably thermally comfort. Moreover, in this economic climate, it is less expensive 
to repair the concrete houses with flood damages.  

This study concluded and suggested that the use of vernacular house style with modern 
construction material and technology helps to improve the coping capacity of floods in the future. 
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